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What is SURFASSTRIP™ Adhesive Remover:                                          

SURFASSTRIP™ Adhesive Remover  is a high strength, environmentally friendly, water based gel used to 

remove Adhesives from concrete substrates. 

 

 

 

 

 High strength formula 

 Safe to use   

 Water based 

 Low odour 

 Low VOC 

 Fast acting 

 Easy to apply  

 

 

How does  SURFASSTRIP™ Adhesive Remover work:                                               

The unique formulation of SURFASSTRIP™ Adhesive Remover causes the adhesive to dissolve making it easy 

to remove from the surface .  

                                                                                                             

How do I apply SURFASSTRIP™ Adhesive Remover:  

 Using a soft brush apply a generous coat of SURFASSTRIP™ Adhesive Remover to the adhesive which 
you want to remove.                                                                                                    

 Cover the treated area with a plastic sheet.                                                                                            

 Tape at the edges of the sheet with masking tape and leave in position for up to 24 hours.                                                                                                    

 Remove the plastic sheet.                                                                                                                     

 Use a paint scraper to remove the gel/adhesive from the surface.    
Dispose of the waste in accordance with the Local Authority Regulations. 

 

Note: We recommend that a small test area is completed to ensure suitability of the product. Surfaces treated 

with SURFASSTRIP™ Adhesive Remover should be protected from rain for 24 hours after application. 

SURFASSTRIP™ Adhesive Remover should not be applied if temperatures are 10°C or below or are expected to 

fall below 10°C in the following 24 hours. 

How do I store SURFASSTRIP™ Adhesive Remover:  

SURFASSTRIP™ Adhesive Remover should  be stored in its original packaging in cool dry conditions above 

10°C and protected from frost.  

 

What is the coverage of SURFASSTRIP™ Adhesive Remover:  

SURFASSTRIP™ Adhesive Remover covers 1-2m² per litre. Where there is heavy contamination, a second coat 

should be applied using the same procedure. 

 

Cleaning: Use clean potable water to clean equipment. 

 

Specification Tip for Design Professionals:  

SURFASSTRIP™ Adhesive Remover may be specified by name or by using the following description: “a 
propriety, water based gel used to removeAdhesives from concrete surfaces”.  
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Health and Safety:  SURFASSTRIP™ Adhesive Remover is a water-based product. Always read Material Sfatey 

Data Sheet before use. 

 

Packaging:   

1ltr, 5ltr and 25ltr units. 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
About SURFASOLOGY™- The Science of Surfaces  
SURFASOLOGY™ is here to make products that work for you and the environment.  
At SURFASOLOGY™ we believe that time is our greatest treasure so we try to ensure that you do not waste it. 
Our products are so good that you have to use them once leaving you free to enjoy life to the most.  
Our mission is to make the world a better place, one surface at a time! 

 
 
Disclaimer:  
 
The general information provided in the present technical description, application guidelines and other recommendations, is based on 
research and experience. However the client is obliged to determine himself what products are suitable for use. Accordingly, no liability will be 
accepted by SURFASOLOGY™ (IBC Limited). 
For further information contact the Surfasology Technical Department. 


